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DOCUMENT _NUMBER OF 1

Procedure No. 5-21000-0PS-G7.3 Rev. 2 PAGE 1

DCN NUMhER
, GT.3-55~
- - | 9302

__NO

DATE

TITLE
/»2///

%ﬁbﬂa

Isolating Bedrock from the Alluvium with Grouted Surface
Caeing

¢ £~ ’/// 73
—Lﬂm

EXPIRES: Bevember-31 PROCEDURE REVISION REQUIRED /_YES

5-10-94 Ro
Sl _fone.

SCOPE LIMITATION: QY2-Badrock

tem
Number

Page

Step or
Paragraph

Changes
(Use DCN CONTINUATION SHEET for additional space)

M
)

3

-5 of 10
6 of 10

6 of 10

" section 5.2

Section 5.1.1

Section 5.3

borehole.

Replace schedule 40 PVC with schedule 80 PVC.(?N}+’5?ﬂ+Cn‘é>

Replace the last paragraph with the following: Surface casing will be
emplaced to a depth that will {solate the upper hydrostratigraphic unit
(UHSU). If the core samples indicate siltstone or sandstone immediately
below the base of the UHSU, the auger hole will be terminated at the base of
the UHSU and the surface cas1ng will be emplaced to the base of the UHSU.

1f claystone, surface casing will be embedded a minimum of 3 feet into the
lower hydrostratigraphic unit (LHSU). .

Repluce enhfe saton w/ Yhe ‘E)“O\—b\ QD
Place surface casing with threaded PVC cap or rubber plug on bottom end into
Fill surface casing with potable water to ensure positive .,z
pressure. Following installation of surface casing in the borehole, a 3 A
foot thick bentonite seal consisting of 1/4-inch compressed bentonite Yoy
petlets will placed at the bottom of the annulus surrounding the surface
casing. If the borehole annulus does not contain water, potable water will
be added to hydrate the pellets prior to grouting. Following the
installation of the bentonite seal the grout seal will be emplaced. The
grout mixture will be emplaced in the annular space between the augers or
drill casing and surface casing. Upon removal of each section of auger or
drill casing, additional grout will be added to the annulus. The grout will -
be emplaced by means of a tremie pipe. The grout will be allowed to set for
24 hours.

Justification (Reason for change - Provide numbers to reference corresponding items above.)
1. To increase strength of PVC surface casing.
2. To insure the UHSU is isolated and to prevent potential cross contamination betueen UHSU and LHSU.

3. To prevent grout contamination downhole.

i
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TITLE : DATE DCN NUMBER
N | 5-10- ?5 A
Monitoring Wells and Piezometer Installation . - o - { GT.6- 9& q 3 o
T I #/247% ' 0’42‘

EXPIRES: BeeemtrrsrTor 5 - 10 - <t @ ** PROCEDURE REVISION REQUIRED y{es _NO
. M ‘17#/%3 : . L

SCOPE LIMITATION: ©U2-Bedrecks'S ;/4/43 /\/on €
Item A Stepor - : Changcs
Number Page Paragraph ( Usc DCN CONTINUATION SHEET for additional space)
@) " 70f18 Section chlace schedule 40 PVC wnh schcdule 80 PVC. . ‘
: 53.1.1

Justification (Reason for change - Provide numbers to reference corrcsf,\onding items above.)

1. To increase the strength of the monitoring well. .

Date Concurrence | Organization Reg. . " . Date

Concurrence, | Organization . Req.
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